ECO+

SECURE

ECO+

SECURE

Tasterschnitistellen Tasterschnittstellen

TS4F-2-E / TS4FL-2-E / TS8F-2-E
TS4F-2-SEC / TS4FL-2-SEC / TS8F-2-SEC

TS4F-2-E / TS4FL-2-E / TS8F-2-E
TS4F-2-SEC / TS4FL-2-SEC / TS8F-2-SEC

Die Tasterschnittstellen der ECO+ Serie kénnen 4 TS4F-2-E / SEC Taster  A.D Die Tasterschnittstellen der ECO+ Serie konnen 4 TS4F-2-E/ SEC Taster  A.D

/8 Eingénge verarbeiten. Die Schnittstelle Switches /8 Eingénge verarbeiten. Die Schnittstelle Switches

TS4FL-2-E besitzt dariber hinaus 4 LED /ﬁ TS4FL-2-E besitzt daruber hinaus 4 LED

Ausgéange. o Prog.LED SND {S'Gﬁ"gtv’] Ausgéange. {prog. LED \ / SND E\?Iecﬁgw]
C (orange) . o C (orange)

Uber die AnschluRdrahte auf der Riickseite p"’%-g;ﬁéﬁ B (req) Uber die AnschluRdrahte auf der Rickseite "’°9,'STV?§§| B (eq)

kénnen diverse Schalter ( und LED's ) direkt A (brown) kénnen diverse Schalter ( und LED's ) direkt A (brown)
GND (black) GND (black)

angebunden werden. angebunden werden.

Die Aktoren kdnnen bei Bedarf auch mit
KNX-SECURE in Betrieb genommen werden.

Die Aktoren kdnnen bei Bedarf auch mit
KNX-SECURE in Betrieb genommen werden.

" A\

max. Gruppenadressen 80
max. SECURE Group Keys 64
4x | 8x potentialfrei

max. Gruppenadressen 80
max. SECURE Group Keys 64

Eingangssignal 4x [ 8x potentialfrei Taster A-D Eingangssignal Taster A-D

max. Leitungslange 5m TS4FL-2-E / SEC Switches max. Leitungslénge 5m TS4FL-2-E /| SEC Switches
LED Ausgéange 4x 5V / gesammt max. 5mA — GND (black LED Ausgéange 4x 5V | gesammt max. 5mA GND (black
gang 9 {prog. LED \ / \ ([— D {yellow]/] gang K {prcg. LED \ / \ ,_’ D {yellom;]
Schutzart IP 20 [ C  (orange) Schutzart IP 20 [ C  (orange)
(@] prog. Taste (@] prog. Taste
Abmessungen 43 x 51 x 20mm / switch _ B (red) Abmessungen 43 x 51 x 20mm 1 switch _ B (red)
L A (brown) L A (brown)
Montage u.P. Schalterdose GND (black) Montage u.P. Schalterdose GND (black)
Betriebstemperatur 5 ... +45°C oD (black) Betriebstemperatur -5....+45°C oD (Plack
_— (yellow) 5 (yellow)
Einzeladern 6-polig  Tastereingange A-D ¢ (orange) Einzeladern 6-polig  Tastereingdnge A-D ¢ (orange)
) . - — B ) . I B
Einzeladern 6-polig  Tastereingange E-H A (red) Einzeladern 6-polig  Tastereingange E-H A (ed)
(TS4FL-2-E = LED Ausgénge) \j /7 "\ \— GND {g{g‘gﬁl (TS4FL-2-E = LED Ausgénge) \j /. N\ \— GND Eg{ggkr}]
Steckklemme sw/rt  KNX Anschluss LED A-D Steckklemme sw/rt  KNX Anschluss LED A-D
Das Gerat ist zur Montage in u.P. Schalterdosen Das Gerat ist zur Montage in u.P. Schalterdosen
vorgesehen. 9. Taster  A-D vorgesehen. TS8E-2-E | SE Taster  A-D
Es wir empfohlen falls méglich eine tiefe Ausfihrung TS8F-2-€/SEC Switches Es wir empfohlen falls méglich eine tiefe Ausfiihrung S8 I'SEC Switches
zu verwenden, welche jedoch nicht zwingend GND (black) zu verwenden, welche jedoch nicht zwingend GND (black)
erforderlich ist. M ows N N 5SS erforderlich ist. s N Ny 5 e
o Tt [ C (orange) o et [ C (orange)
. Taste rog. laste
Die KNX Association empfiehlt im Secure-Betrieb P witon B (ed) Die KNX Association empfiehlt im Secure-Betrieb P switon | B (eq)
den Codeaufkleber vom Gerét zu entfernen. —— A (orown) den Codeaufkleber vom Gerét zu entfernen. —— A (orown)
— GND (black) [ GND (black)
Die geltenden Sicherheits- und Unfallverhiitungs- Die geltenden Sicherheits- und Unfallverhiitungs-
vorschriften sind zu Beachten! - ﬁND {glrg%k] vorschriften sind zu Beachten! - SND {tg"rgs)k)
Das Gerat darf nicht gedffnet werden. Ein defektes — S {\glole;] Das Gerat darf nicht gedffnet werden. Ein defektes — S Fglde]ﬂ
Gerat ist unverziiglich auszutauschen und an die — U, Gerat ist unverziiglich auszutauschen und an die — ue)
Lingg & Janke OHG zuriick zu senden! 1/ N\ N Gnp o) Lingg & Janke OHG zuriick zu senden! \j /7 "\ " &nD (Basd)
Taster E-H Taster E-H
Switches Switches
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E CO + Push button interface

SECURE

E CO + Push button interface

SECURE

TS4F-2-E / TS4FL-2-E / TS8F-2-E
TS4F-2-SEC / TS4FL-2-SEC / TS8F-2-SEC

TS4F-2-E / TS4FL-2-E / TS8F-2-E
TS4F-2-SEC / TS4FL-2-SEC / TS8F-2-SEC

The ECO+ pusch button infacess are suited for 4 /8 TS4F-2-E | SEC Taster  AD The ECO+ pusch button infacess are suited for 4 /8 TS4F-2-E | SEC Taster  AD
seperate inputs.Furthermore the push button Switches seperate inputs.Furthermore the push button Switches
interface TS4FL-2-xx provides 4 LED outputs. interface TS4FL-2-xx provides 4 LED outputs.
Via the single connectors on the backside it is /pmg_ LED N 7 SND (black) Via the single connectors on the backside it is /pmg_ LED N 7 SND (black)
possible to plug several push buttons (and LED's) ° g (ol possible to plug several push buttons (and LED's) ° g (el
directly. o prog. Taste directly. o prog. Taste
If necessary, the device can also be operated with I switch 2 Efgrglwm If necessary, the device can also be operated with I switch R E[)erglwn]
KNX-SECURE GND (black) KNX-SECURE GND (black)
max. group adresses 80 max. group adresses 80
max. secure group keys 64 max. secure group keys 64
input 4x / 8x potential free \ . input 4x / 8x potential free \ .
max. cable length 5m /7 "\ max. cable length 5m /7 "\
LED output 4x 5V / over all max. 5mA Taster AD LED output 4x 5V / over all max. 5mA Taster AD
protection class IP 20 TS4FL-2-E /| SEC Switches protection class IP 20 TS4FL-2-E / SEC Switches
dimensions 43 x 51 x 20mm — GND (black dimensions 43 x 51 x 20mm — GND (black
. . . {prog. LED \ / \ [— %VGHOV‘}] . . P {prog. LED \ / \ [— D Eyellova]
installation built in box 5 C  (orange) installation built in box o C (orange)
operating temperature -5 .... +45 °C PO _B  (red) operating temperature -5 .... +45 °C PO B (red)
(orown) — A (orown)
[ GND (black) [ GND (black)
single connector 6-pin  switches input A-D single connector 6-pin  switches input A-D
i i i i L Gnp (Plack) . ) . ) | onp (black)
single connector 6-pin  switches input E-H D (vellow) single connector 6-pin  switches input E-H p _ lyelow)
( TS4FL-2-E = LED output) — ¢ (orange) ( TS4FL-2-E = LED output) — ¢ (oange)
connector black/red KNX VAN \ E %rgd] ) connector black/red KNX \ . VAN \ E Efgd] )
rown \ rown
\j \— GND [Piotn GND (piack)
The device is provided for built in box mounting. LED A-D The device is provided for built in box mounting. LED A-D
It is recommended to use a deep built in box. Tast It is recommended to use a deep built in box. Tast
aster A-D aster A-D
TS8F-2-E / SEC Switches TS8F-2-E / SEC Switches

KNX assoc. recommends removing the code

KNX assoc. recommends removing the code

sticker from the device in secure mode. —— GND (black sticker from the device in secure mode. —— GND (black]
{prog. LED \ / \ [— D Eye\low}] {prog. LED \ / \ [— D Eyelloval
[ C (orange) [ C (orange)
O prog. Taste O prog. Taste
/ switch B (red) / switch B (red)
The device must only be installed and configured by L A (orown) The device must only be installed and configured by A (orown)
a qualified professional. f—— GND (black) a qualified professional. f—— GND (black)
Health and safty regulations have to be compiled —— GND (black) Health and safty regulations have to be compiled —— GND (black)
with! — H (grey) with! — H (grey)
M G (violet) M G (violet)
— E %blue] ) p— E %blue] )
N reen N reen,
\j /7 "\ N\— GND [glock] \j /7 "\ N\— GND [glock]
Taster E-H Taster E-H
Switches Switches
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